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EX. SIGNS TO BE PROPOSED SIGNS | PROPOSED SIGNALS NEMA PHASING
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A ———— — 4 — = — T i 1. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE

- FOR CLOSED SECTIONS. HIGHEST ROADWAY PROFILE GRADE FOR DPEN SECTIONS. TO MEET GLEARANCES
AS SPECIFIED IN MD 816.03. MD 818.01. MD 818.02, MD 818.04. THE CONTRACTOR SHALL VERIFY
ULTIMATE GRADES PRIOR TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.

2. THE CONTRACTDR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO INSTALL ING PROPOSED
>IGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL CONTACT

———TUNNEL THE PROJECT ENGINEER.

] -]
MD 355 (WISCOHSIW AVG) SB JOIHT 3. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABIMNET LOCATIONS PRIOR TO INSTALLATION.
4. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF THE SIGNAL
e T T CONTRACTOR UPON COMPLETION OF THE NEW SIGNAL.
PAVER -MED AN 5. ALL PROPOSED LUMINAIRES SHALL BE SUPPLIED WITH A PHOTOCELL.
e jéy —————————— i [~ 6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLES TO THE APPROPRIATE
L= e e= T T T L Le—emmeTTTTT TERMINALS AND PROPERLY LABEL EACH CABLE.
“““““““““““ ; = 7. REMOVE AND DISPOSE OF ALL UNUSED SIGNAL CABLE.
8. THE CONTRACTOR SHALL NOT CUT MAST ARM AS INDICATED ON PLANS UNTIL MAST ARM POLE
(Y) LOCATION IS FINALIZED.
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H[ES&DQ%SETJESDA AVE SLANS FOR DETAILS T . - MD--355 (Wnscmnsm-Ave) NI 10.THE 10’ SEPARATION BETWEEN PUSHBUTTONS IS TO BE MEASURED FROM FACE OF PUSHBUTTON TO
(SEE INTERSONNERT T ° SEE SPECIAL ; =) FACE OF PUSHBUTTON, NOT CENTER TO CENTER OF POLE. J
PLANS FOR DETAILS) NOTE 3 I A T 11.PUSHBUTTON ARROWS ARE TO BE PARALLEL TO THE CROSSING FOR WHICH THEY ARE INTENDED.
H 3 o 01 == ——-- 12.LOCATION OF ACCESSIBLE PEDESTRIAN SIGNAL PUSHBUTTONS MUST MEET LOCATION REQUIREMENTS OF
@ ' - W ——e————== - it R MUTCD SEC. 4E.0Q9 AND FIG. 4E-2 AND THE NCHRP PUBLICATION. "ACCESSIBLE PEDESTRIAN S[GNALS:
o P |l e B NI Eo - GUIDE TO BEST PRACTICE”. IF NOT MET. THE CONTRACTOR IS TGO STOP WORK ON PUSHBUTTON LOCATIONS
| Bl 7 . B leiemak UNTIL A DESIGN WAIVER IS OBTAINED. APPROVED BY THE DIRECTOR, UFFICE OF TRAFFIC AND SAFETY.
v I SO AR A S A bl e 13.FOR_FINAL PAVEMENT MARKINGS REFER TO THE PAVEMENT MARKING PLANS. OTHER THAN THOSE DETAILED
P SEm—— e AN T s ON THE PLAN. ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH MSHA STANDARDS.
B K26 INTERCONNECT TO 14.THE CONTRACTOR SHALL REPAIR ANY DAMAGE TO EXISTING SIDEWALKS CAUSED BY THE INSTALLATION
Y \(:) WAVERLY ST/ELM ST OF SIGNAL EQUIPMENT. A
el 74U g G (SEE INTERCONNECT 15.REFER TO SHEET TSP-8 FOR DIMENSIONS OF SIGNAL EQUIPMENT AND PAVEMENT MARKINGS WITHIN
Y _ ‘ v 16 éE[EEi%%S&DBg EXISTING SIGNS SHALL BE MEASURED AND PAID AS ITEM 813015—INSTALL OVERHEAD SIGN
) LR \ - - - -
TN fo Gt:) RIGHT OF WAY LJPJE:T. 495 17.CALL MONTGOMERY COUNTY TRANSPORTATION MANAGEMENT CENTER (TMC) 72 HOURS PRIOR TO ANY
L/ [~ ° = DIGGING TD MARK THE EXISTING TRAFFIC SIGNAL EQUIPMENT.
o |/ oT B 18.THE _CONTRACTOR SHALL BE RESPONSIBLE FOR DEL [VERING THE SIGNAL CABINET VIDEQ INTERFACE EQUIPMENT
. o TO THE MONTGOMERY COUNTY SIGNAL SHOP. CONTRAGTOR SHALL DELIVER APS PUSHBUTTONS AND CENTRAL
/7 CONTROL UNIT TQ MR. .ROBERT RICKETTS AT MONTGOMERY COUNTY TECHNICAL CENTER AT 1283 SEVEN
/ LOCKS ROAD, ROCKVILLE, MD 20854 AT LEAST 3 WEEKS PRIOR TO BEGINNING WORK. CONTRACTCR
47 : SHALL HAVE THE APS MESSAGES PROGRAMMED FROM THE FACTORY AND DELIVER THE APS WAVE FILES TO
/0 MR. ROBERT RICKETTS. :
/ —
/7 X/ CONSTRUCTION DETAILS CONT, SPECIAL NOTES
/7 Cl :
/ Y K. INSTALL 2 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED.
z < J. INSTALL EMBEDDED METERED SERVICE PEDESTAL WITH.2-2 IN. AND T. ALL EXISTING HANDHOLES. CONDUIT AND INTERCONNECT CABLE
ﬁ & - 1-4 IN. SCHEDULE 80. 90 DEGREE PVYC CONDUIT BENDS IN PEDESTAL BASE. TO BE REMOVED OR ABANDONED SHALL REMAIN IN PLACE UNTIL
i N L. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED. TURN ON CF PROPOSED SIGNAL. CONTRACTOR SHALL COORDINATE
R . T M. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - SLOTTED. WITH MONTGOMERY COUNTY FORCES.
Y ﬁ S N. LOCATE EXISTING CONDUIT WITH POWER FEED. CUT EXISTING CONDUIT AND CONNECT
@ TO PROPOSED METERED SERVICE PEDESTAL WITH PROPOSED CONDUIT. NOTE: CONTRACTOR 2. THE CONTRACTOR SHOULD TERMINATE ALL CABLES EXCLUDING
U A SHALL CONTACT PEPCO TO SET UP WORK WITH TO DE-ENERGIZE ELECTRICAL SERVICE [INTERCONNECT CABLE. ALL DISCONNECTING AND SPLICING OF
ff JS ﬂ ES BEFORE CUTTING CONDUIT TO COMPLETE THE ELECTRICAL CONNECTIGN TO PRCPOSED -~ ég&ﬁ?gﬂ?ggggSCABLE SHALL BE PERFORMED BY MONTGOMERY
i METERED PEDESAL. .
[ f— O. INSTALL 2 IN. SCHEDULE 80, PVC ELECTRICAL CONDUIT - TRENCHED FOR PROPOSED
; T UNDERGROUND ELECTRICAL SERVICE. 3. THE CONTRACTOR SHALL NOT BLOCK VIEW OF EXISTING
N~ 5 P. [NSTALL HANDHOLE. SIGNAL INDICATIONS DURING INSTALLATION OF MAST ARM.
A = Q. INSTALL CONCRETE FOUNDATION WITH 5 FT. STEEL PEDESTAL POLE WITH BREAKAWAY BASE , [F_NEW MAST ARM CANNOT BE [NSTALLED DUE TO CONFLICT
(TH) o AND MONTGOMERY COUNTY SPLICE CABINET MOUNTED ON TOP DF PEDESTAL POLE. (INSTALL WITH EXISTING SIGNAL INDICATIONS OR SPAN WIRES, A
i25 1-3_IN. SCHEDULE 80, 90 DEGREE PVC ELECTRICAL CONDUIT BEND IN PEDESTAL BASE). SIGNAL OUTAGE SHALL GCCUR DURING NON~PEAK HOURS
R. INSTALL R5-1 (30“x30”) ON ONE 4 IN. x 4 IN. TREATED WOOO SUPPORT. (L=15") AS DIRECTED BY THE ENGINEER.
S. CUT, CLEAN. GALVANIZE AND CAP TRAFFIC SIGNAL STRUCTURE.
) T. INSTALL 12 INCH WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKINGS FOR CROSSWALKS. 4. CONTRACTOR SHALL USE CAUTION WHEN INSTALLING SIGNAL
i ﬂ U. INSTALL 24 IN. HEAT APPLIED. WHITE FERMANENT PREFORMED THERMOPLASTIC PAVEMENT EQUIPMENT TO AVOID DISTURBANCE OF EXISTING UNDERGROUND
! MARKING FOR STOP L INE. UTILITIES. CONTRACTOR SHALL TEST PIT TQ DETERMINE EXACT
;o EE SPECIA ,N / V. REMOVE EXISTING STEEL POLE AND ALL ASSGCIATED EQUIPMENT. REMGVE FOUNDATION LOCATION AND DEPTH OF UNDERGROUND UTILITIES PRIOR TO
CONSTRUCTION DETAILS SCALE: 110" ; /] i%lOTE > - )é // 12 EI}E'REEESXTEBA[T)E éggpgéggﬂu. EXISTING D1-3 WHITE ON BLUE STREET NAME SIGN INSTALLING SIGNAL EQUIPMENT.
I
, PEPCO MgST ARM POLE AS SHOWN. 5. THE CONTRACTOR SHALL COORDINATE WITH SHA TRAFFIC
A. INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL POLE WITH A 38 FT. MAST ARM., TRAFFIC SIGNAL T73418-6540 . OPERATION DIVISION TO CONTACT LOCAL POWER COMPANY TO
W. REMOVE EXISTING STEEL POLE AND ALL ASSCCIATED EQUIPMENT. REMOVE
HEADS. SIGNS AND 15 FT. STREET LIGHTING ARM WITH A LED LUMINATIRE. {(INSTALL 1-2 IN. AND 1-4 IN. . FOUNDATION 12 IN. BELOW GRADE AND BACKFILL. SET-UP WORK WITH TO DISCONNECT THE EXISTING ELECTRICAL
SCHEDULE 80. 90 DEGREE PVC ELECTRICAL CONDUIT BENDS IN POLE BASE). - X. REMOVE EXISTING HANDHOLE. SERVICE AND HAVE THE NEW SERVICE ENERGIZED.
B. INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL POLE WITH A TWIN 50 FT. (CUT TO 37 FT.)1/50 FT. o 4%¢ Y. CAP AND ABANDON EXISTING CONDULT.
(CUT TD 41 FT.) MAST ARMS. TRAFFIC SIGNAL HEADS. SIGNS AND 15 FT. STREET LIGHTING ARM WITH A :::$;>¢ Z: REMOVE EXISTING BASE MCUNTED CABINET AND CONTROLLER. REMOVE 6. ALL SIGNAL STRUCTURES AND PEDESTRIAN PEDESTAL POLES SHALL
. INSTALL CONCRETE FOLNDATION WITH 10 FT. STEEL PEDESTAL POLE WITH MODIFIED SREAKAWAY BASE 2O TPMENT FROM ThE  CAREMUYE THE CONTROLLER AND ALL AUXILIARY
STAND NO. MD 801.01-01, COUNTDOWN PEDESTRIAN SIGNAL HEAD. AUDIBLE/TACTILE PEDESTRIAN
PUSHBUTTON INSTALLED WITH VIBRATING ARROW POINTING LEFT AND R10-3(1) SIGN. (SIGN TO READ AR- REMOVE Founpation i5 N EerDe aEEne ang [AIED EQUIPMENT. STATE OF MARYLAND
”PUSUI?UQEDN TO CRSES WISCONSIN AVE”). (INSTALL 1-2 IN. SCHEDULE 80, 90 DEGREE PVC ELECTRICAL "GEORGETOWN TRAIL” SIGN TO BE RELOCATED TO PRUPGSED PEDESTAL QEPAEHﬂigg&%E'HBANSEQE;ﬁﬁgﬂw
COND ND IN PEDESTAL BASE). POLE A% SHOWN. TAT MIN
D. INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE WITH MODIFIED BREAKAWAY BASE
STANDARD NO. MD 801.01~01. COUNTOOWN PEDESTRIAN SIGNAL HEAD, AUDIBLE/TACTILE PEDESTRIAN B R NS TALE S R R AN NI DL CAVER A ror OFFICE OF TRAFFIC & SAFETY
PUSHBUTTON INSTALLED WITH VIBRATING ARROW POINTING RIGHT AND R10-3(1) SIGN. (SIGN TG READ PROPOSED UNDERGROUND ELECTRICAL SERVIGE. REPLAGE 5 INCH CONGRETE TRAFFIC ENGINEERING DESIGN BiVISION
"PUSH BUTTON TO CROSS WISCONSIN AVE“). (INSTALL 1-2 IN. SCHEDULE 8C. 90 DEGREE PVC ELECTRICAL SIDEWALK AND PAVERS. o ,
CONDU:T BEND IN PEDESTAL BASE). : MD 355 (Wisconsin Street) and Elm Street (South)
E. INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE WITH MODIFIED BREAKAWAY BASE
STANDARD NO. MD 801.01-01. COUNTDOWN PEDESTRIAN SIGNAL HEAD. RELOCATED “GEORGETOWN TRAIL “ Bethesda, Maryland
SIGN, AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON INSTALLED WITH VIBRATING ARROW POINTING RIGHT < :
AND 810E3é1] SIGN. {SIGN TO READ ;PUSH BUTTON TO SROSS WISCONSIE égE”J. (INSTALL 1-2 [N.
SCHEDULE 80. 90 DEGREE PVC ELECTRICAL CONDUIT BEND IN PEDESTAL BASE]. APPROVALS  REVISIONS § :
F. INSTALIT CONCRETE FOUNDATION WITH 10 FT. STEEL PEDI—%STAL POLE WITH MDDIF-EIED BREAKAEAY - GEOMET'&"EESIESNSING _ TRAFFIC SIGNALIZATION PLAN
BASE STANDARD NO. MD 801.01-01. COUNTDOWN PEDESTRIAN SIGNAL HEAD. AUDIBLE/TACTILE PEDESTRIAN )
PUSHBUTTON INSTALLED WITH VIBRATING ARROW POINTING LEFT AND R10-3(1) SIGN. (SIGN TO READ PROPOSED . . o - ngw SCALE 17 = 20' ADVERTISED DATE_ 8141989 CONTRACT NO. _BW 340-802-312
PUSH “UTTON TO CROSS ELM STREET”). (INSTALL %-2 iN. SCHEDULE 80. 90 DEGREE PVC ELECTRICAL UTILIY LEGEND : & A S | | | | |
CONDUL. BEND IN PEDESTAL BASE). 7 - <§§ SIGNED BY AR Zacher] N
G. INSTALL CONCREFE FOUNDATION WiTH 10 FT. STEEL PEDESTAL POLE WITH[gogjiIED EEEéESgé¥R?ASE SD——50 STORM DRAIN R De R. Zacher COUNTY Monigomery
STANDARD NO. MD 801.071-01. COUNTDOWN PEDESTRIAN SIGNAL HEAD., AUDIBLE/TACTI AN 6—©G GAS MAIN _ D D K. Mi .
PUSHBUTTON [NSTALLED WITH VIBRATING ARROW POINTING RIGHT AND R10-3{(1) SIGN. (SIGN TO READ Fp—, WATER MAIN ASST W CHEENY RAWN BY bl HOGMILE 1908550154
"PHSH#U;EDN 70 CFERBES ELM STREET”). (INSTALL 1-2 IN. SCHEDULE 80. 90 DEGREE PVC ELECTRICAL 6 s SEWER MAIN WHITMAN, REQSUA ?_]E; D | | | | y CHECKED BY TiMS NO. N/B
CONDU ND IN PEDESTAL BASE). & ASSOCIATE 2 : -
H.  INSTALL NEMA SIZE “S” BASE MOUNTED CABINET AND CONTROLLER WITH SIZE “S“ FOUNDATION i E ELECTRIC CABLES 801 South Caroline Street, Baltimore, Maryland 21231 TR TECUILD TRAFFIC SIGNAL 8D ADDED| FAF. NO. SEE TITLE SHEET TOD NO
STANDARD NO. MD 816.07. (INSTALL 3-2 IM. AND 2-4 IN. SCHEDULE 80. 90 DEGREE PVYC ELECTRICAL - AZRIAL CABLES - SHA NO. MO1175177 3/05/2013
CONDUIT BENDS IN CABINET BASE.). EXiSTING BRICK PAVER SIDEWALK TO BE USED IN LIEU DF CONCRETE PADS. T— E%Egﬁggglgﬁxaﬁs o T o LM RO@ i, CIW 15 n0. 514 | bRawne 18P—7  oF 20 SHEET NO. 744 OF #47
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